
2024
TYPE II AMBULANCE

TRANSIT MID-ROOF

 
Ÿ Power/Heated Mirrors   
Ÿ 3.5L EcoBoost V6 Gasoline Engine
Ÿ Upgraded Seats (10-way Power)  
Ÿ 6 speed Automatic Transmission
Ÿ Pewter/Black Interior   
Ÿ AM/FM/CD Radio  
Ÿ Upgraded Aluminum Alloy Wheel   
Ÿ Tilt Steering Wheel
Ÿ Spare Tire underneath at Rear Door  
Ÿ Speed-Control
Ÿ Built-in Backup Camera
Ÿ Power Windows/Locks   

MID-ROOF Features
Ÿ 69” working height
Ÿ 3 Different seating configurations 
Ÿ  Multiple Bulkhead Configurations
Ÿ Pass-thru and Stairchair storage   
Ÿ Inverter STANDARD
Ÿ All LED Lighting  STANDARD
Ÿ  Interior or Exterior Rear Lightbar
Ÿ Ground Lighting STANDARD

Chassis Features
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3.5L EcoBoost V6
The 3.5L EcoBoost V6 delivers responsive performance with 310 horsepower and 400 lb.-ft. of 
torque along with impressive fuel efficiency, thanks to direct injection fuel technology and twin 
turbochargers.

GASOLINE

AVAILABLE FROM:



HVAC: 
Danhard Series Heat/Air system. Air is vented 
to 4 adjustable vents mounted at the top of the 
streetside cabinets.

Danhard Specifications Series

- Up to 32,000 BTU/HR/Cool

- Up to 35,000 BTU/HR/Heat

- 630 CFM

- 3 Speed Fan

- Digital Controller w/Auto Settings

FLOORING:
Tear/Gouge resistant Bio-Safe Flooring with 
rolled edges. Easy to clean coin pattern. Color 
and pattern is a diamond plate Onyx.

UPHOLSTERY: 
Vinyl Bio-Safe and flame resistant upholstery 
on finish surfaces, Bulkhead, Oxygen Storage, 
and Head Protection. Cobalt Blue or Grey in 
color

IV HOOKS: 
Cast Fold away IV Hooks mounted in Ceiling. 
One mounted over forward Cot Area, one 
mounted on Curbside.

SAFETY RAIL:
6 foot Stainless Steel Safety Rail mounted off 
center toward Street Side. 1 1/2 inch diameter 
mounted through finish ceiling into 1/4 inch 
afixed backing plate.

Available COT Retention:

Stryker Loading Systems and Standard Retention 
Systems

Ferno Loading Systems and Standard Retention 
Systems
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GENERAL SPECIFICATIONS ELECTRICAL LIGHTING LIGHTING-cont.
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MEDICAL

INVERTER/CHARGER: 
Xantrex 1000 Watt Inverter Charger w/ 
Shoreline Connection Drivers Side. All controls 
at Action Wall includes voltage indicators and 
Load indicator. 55 Amp Charger with intelligent 
charging and battery conditioning. STANDARD 
FEATURE

110 VAC OUTLETS: 
1 at Action Wall, 1 on Curbside at back of side 
door.  Up to 2 additional can be added.  Duplex 
GFI outlets with POWER PRESENT indicator.

AUXILIARY POWER SOURCES: 
12 VDC outlet and USB Power Connection at 
Action Wall and Curbside Switch Panel.

SIREN: 
Carson SA500 200 Watt Yelp/Wail/Hi-Lo with 
Public Address and Horn Ring interface. Can be 
interfaced to Radio.

SPEAKERS: 
Cast Products SA6117 15FTC Dual Siren 200 
Watt Speaker Each, IN-Bumper Mount  Ford 
Transit Cargo Van.

CONSOLE: 
Between Cab seats Switches on Angled Plane, 
Siren mounted flat on top. Voltage Meter 
mounted in switch plate. Audible low voltage 
indicator with visual warning light. Automatic 
Reset. 

LIGHTS: FRONT LIGHTBAR 
Miller Coach POD with 5 K70 Series and 2 K40 
Series Tecniq Super High Intensity LED Lights. 
Standard Lighting Package includes 6 RED 
LED's w/Clear Lens and 1 Center White LED's.  
K K K - F l a s h  P a t t e r n  a n d  m o r e  w i t h 
Primary/Secondary modes. Local Jurisdiction 
Regulation Lighting Available all States.

LIGHTS: REAR LIGHTBAR

Miller Coach POD with 6 Rear facing K50 
Series Super High Intensity LED Lights. 
Standard Lighting Package includes 4 RED 
LED's w/Clear Lens and 2 AMBER LED's 
w/Clear Lens. KKK-Flash Pattern. Center 
Mounted Load Light.

INTERNAL LIGHTBAR OPTION

Tecniq K70 (1 Red, 1 Amber) externally 
mounted side by side in Cast Housing on each 
door.  4 K50 Series Lights (2 Red, 2 Amber) 
mounted internally at top of rear door opening. 
Outside lights operate when doors are closed, 
inside lights activate when doors are opened.

LIGHTS: CORNER PODS 
Cast Housings with Tecniq 3 x 7 LED Scene 
Lights, Tecniq 3 x 7 LED Emergency Light RED 
Lens and LED Marker Light (Amber Front/Red 
Rear). Lights Typical all 4 corners. KKK Flash 
Pattern. 

LIGHTS: EXTERIOR REAR 
Vertical Lens LED Lights mounted on rear of 
unit. RED Lens. High Intensity KKK-Flash. 
Mounted High for better visibility.

LIGHTS: INTERSECTION 
Tecniq K70 High Intensity LED Lights Mounted 
over Rear and Front Wheel wells. Lights 
mounted low for extra visibility.

LIGHTS: GRILL  Tecniq K50 Super High 
Intensity LED Lights w/Clear Lens mounted at 
Grill

LIGHTS: FRONT BUMPER (NOT SHOWN) 
Small 1" AMBER Light mounted on Front 
Bumper used as Master Switch Indicator. 
Designed as a reminder that the Master Switch 
has been left on when walking away from unit.

LIGHTS: RUBRAIL 
Small 1" Lights Mounted on each side on the 
Rub Rail for extra visibility. RED w/Clear Lens 
Rear, AMBER w/Clear Lens Front. In Non-
Emergency mode, lights activate with Marker 
Lights. When Primary Emergency lights 
Activated, Lights follow KKK-Flash pattern.

OXYGEN SYSTEM: 
2 Ohio Type Outlets Mounted at Action Wall. 
Bottle Mounted at Rear Door Streetside in valve 
accessible cabinet. Door removes for easy 
bottle change-out. 

SUCTION SYSTEM: 
SSCOR Regulator and built-in Suction Pump. 
Quick Change, easy to remove Aspiration 
Container mounted below controls at Action 
Wall.

DEFIBS: 
High G-Force Brackets are available for most of 
the popular Defib units.
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